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All TempTaleg4 Monitors can be programmed with a custom Start-up
delay, measurement interval and alarm settings which have been pre-
determined by the customer.

Starting a TempTaled Monitor

*  Press and release the Start button.

*  The “Sunshine” icon .* appears in the upper left comer of
the display.

* The TempTaled will begin to record data after the start-up
delay has passed.

To mark an important event (“Date Stamp™)
* TempTaled monitors provide an option to “Date Stamp” or mark an important
event at any time during the monitoring cycle that will be visible when viewing

the data. The mark is displayed as an arrow when viewing the graph and shown

in italics when viewing the tabular data.

* Tomark a graph while the monitor is recording, press and release the “Start”
button.

* The “arrow” icon will appear temporarily in the lower left corner and the
temperature history will appear on the digplay. Data appears as follows:

. Average femperature of Primary (Ambient) Sensor Readings

. Highest temperature vecorded at Primary Sensor

. Totaltime above high femperature limit of Primary Sensor

Lowest temperature vecorded at Primary Sensor

. Totaltime below low temperature limit of Frimary Sensor

. Highest RH velue recorded at Secondary (RH) Sensor

. Lowest RH value recorded at Secondary (RH) Sensor

Alarm

When the TempTaled is exposed to a temperature outside a pre-programmed limit

and time threshold, an “Alarm bell” ‘ will appear in the lower right corner of the
LCD digplay.
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Stopping a TempTale4 M onitor
Press and hold (1 to 3 seconds) the Stop button until the “Stop sign™ . icon
appears in the upper right comer of the LCD display.
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por el cliente.

Los monitores de TempTalegd estan programado con uno tiempo de

demura, intervalo ¥ limites de temperatura y tiempo que fueron requierido

Iniciar el TempTaled
*  Presione y libere el boton de inicio *“Start”.

* Elicon del “Sol”* aparecerd a la izquierda en la parte
superior de la pantalla.
* El TempTaled grabara despies del tiempo de demura.

Para marcar un evento importante (Estampa de fecha)

* Los TempTaled monitores tienen la opcion de marcar un evento
importante que occura durante el envio. Se puede ver esta marca cuando
se baja la informacién. La marca aparecera como una flecha en el grafico
v enitalico en el tabular.

* Paramarcar el evento durante el envio, presione y libere el boton de
inicio “Start”.

*  Una flecha aparecera en la pantalla v la informacion de temperatura
aparecera en el siguente orden:

1. Temperatura media de las lecturas (ambiente) primarias del sensor

2. La temperatura mdas alta registrada en el sensor primario

3. Tlempo total sobre limite de alta temperatura del sensor primario

4. La temperatura mds baja registrada en &l sensor primario

3. Tiempo total debajo del limite de la baja temperatura del sensor primario
&. Bl valor mds alfo de ln RH vegistrado en el sensor secundario (RH)

7. Bl valor mds bajo de la RH registrado en el sensor secundario (RH)

Alarma

Cuando el TempTaled esta fuera del limite bajo o alto del tiempo programado,
un icon de alarma ‘ aparecerd ala derecha en la parte baja de la pantalla.

Parar el TempTaled
Presione v libere (1 a3 segundos) el boton de parar “Stop” hasta que el icon de
“Stop™ . aparezca ala derecha en la parte superior de 1a pantalla.

Pantalla del Monitor:
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