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Stop

Stop

Botón de inicio Botón de parada LED verde LED rojo

Mantenga el botón 
verde presionado 
durante un mínimo 
de 5 segundos para 
empezar la grabación

Conecte el dispositivo 
en un puerto USB

Incluya un 

encendido en su 
envío

El informe en PDF se 
generará 
automáticamente

Indicadores LED
Indicación en pantalla

Encender el registrador

Apagar el registrador

No encendido 

Batería baja 

Grabando 

Grabando con alarma 

Parado

Parado con alarma

Establecer marca

Límite de marca lleno

1  vez

2 veces

5 s.

MANUAL DE INSTRUCCIONES

https://www.infoagro.com/tienda


tempmate.®-M2 loggers are containing CR2450 lithium metal button cell batteries. These 
batteries meet the requirements of IATA GDR for 2021. 

Your package does not need to be shipped as Dangerous Goods!

Please see IATA Dangerous Goods Regulation (DGR) packing instruction UN3091, 970 
Section II for batteries in equipment.: http://www.iata.org/lithiumbatteries

“…A lithium battery mark is not required for packages prepared in accordance with Section II 
of PI 967 or PI 970 containing only button cell batteries installed in equipment (including 
circuit boards) ..."

> Shipping tempmate.®-M2  loggers, does notrequire handling label or
safety document!<<

Lithium Battery Statement

tempmate GmbH 
Edisonstr. 25
74076 Heilbronn 
Germany

Valid for tempmate.®-M2 temperature (M2T) and temperatur&humidity (M2TH) devices.

Requirements for Shipment of tempmate.®-M2

A pesar de contar con una batería de litio, el envío de mercancía con 
tempmate.®-M2, NO necesita ser catalogado como Mercancía Peligrosa

https://www.infoagro.com/tienda
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